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Run User System Total CPU Wall Time Efficiency

1 of 1 1974 6 1981 1995 99.31%

1 of 2 1976 10 1986 2012 98.71%
2 of 2 1976 10 1986 2012 98.71%
Average 1976 10 1986 2012 98.71%

Drop: 0.87%
1 of 4 1978 20 1998 2041 97.88%
2 of 4 1977 20 1997 2040 97.90%
3 of 4 1978 20 1998 2041 97.88%
4 of 4 1978 20 1998 2041 97.87%
Average 1978 20 1998 2041 97.88%

Drop: 2.33%
1 of 8 1994 31 2026 2102 96.39%
2 of 8 1994 31 2025 2083 97.21%
3 of 8 1994 31 2025 2106 96.17%
4 of 8 1994 30 2024 2106 96.08%
5 of 8 1995 31 2026 2106 96.20%
6 of 8 1994 31 2025 2104 96.27%
7 of 8 1994 31 2026 2104 96.26%
8 of 8 1994 31 2025 2105 96.21%
Average 1994 31 2025 2102 96.35%

Drop: 5.39%

yakut04

1 of 1 2409 8 2417 2528 95.61%
Ratio w/ eval01 1.22 1.29 1.22 1.27 0.96

1.16 1.22 1.16 1.20 0.91

8 core 2GHz Intel Xeon E5335

Dual CPU 1.8GHz AMD Opteron 244

Adjust for Ghz
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